
Portable Evacuation/Electron Charging Station
A lightweight, durable, steel frame cart that contains all the necessary tools to quickly and conveniently charge the A/C •	
system. No need for different sized charging cylinders with Mastercool’s rugged die cast electronic scale. Simply place 
the refrigerant cylinder on the scale and charge. Features:
2 Way Aluminum Block Manifold 110V/60Hz (Vacuum)•	
A rugged, lightweight steel cart with wheels and convenient storage pocket for scale and hoses allows this portable •	
charging station to be taken almost anywhere
Extruded aluminum manifold with long lasting valve design•	
2-1/2” gauges, hoses and manual couplers•	
240 lb capacity scale with long lasting 9V battery (40 hrs)•	

®

R12/R134a Pumps
2-stage•	
1/2” ACME &1/4” MFL intake•	
Oil fill port•	
Oil drain valve•	
Die-cast aluminum housing•	

Vacuum Pumps
Durable lightweight die cast aluminum housing•	
Internal check valve stops oil blowout•	
Oil drain valve positioned at bottom for full drainage•	
Center oil fill port is accessible from front as well as sides•	

Single Stage Pumps
Quickly and effectively •	
removes moisture & air from 
air conditioning systems.
Quality cast aluminum •	
construction for durability.
Simple, efficient, single •	
stage design
Convenient carrying handle.•	
115V•	

Vacuum Pumps
2-stage•	
1/2” ACME &1/4” MFL intake•	
Oil fill port•	
Oil drain valve•	
Die-cast aluminum housing•	

1 CFM R12/R134a Air
Vacuum Pump
#ROB34970

For R-12 and R-134a automotive•	
Operated by shop air.•	
Low maintenance. •	

1.5 CFM Station
#MSC91580A

5 CFM Station
#MSC91585A

Twin-Port Vacuum Pumps
Two Stage Performance Using Twin-Port Technology™•	
Lightning Fast Design Removes Moisture and Non-Condensable •	
gases that can destroy any A/C or Refrigeration system.
Lightweight, Durable Construction for Easy Handling.•	
Tested-Proven-Reliable Specifications:•	
Micron Rating: 75•	
Fitting Size: 1/4” M.F. x 1/2” ACME•	

3 CFM Vacuum Pump
#FJC6909

5 CFM Vacuum Pump
#FJC6912

PART # DESCRIPTION
#ROB15424 93 liters/minute R12/R134a
#ROB15234 1.2 CFM R12/R134a
#ROB15434 4 CFM R12/R134a
#ROB15600 6 CFM R12/R134a
#ROB15120A 10 CFM R12/R134a

PART # DESCRIPTION
#MSC90062-A 1 stage 3 CFM
#MSC90066 2 stage 5 CFM
#MSC90066-A 1 stage 6 CFM
#MSC90067 2 stage 7.5 CFM

PART # DESCRIPTION
#ATD3409 1.5 CFM , black
#ATD3441 1.5 CFM, red
#ATD3443 3 CFM, red
#ATD3445 5 CFM, red
#ATD3425 5 CFM, black

PART # DESCRIPTION
#ROB15150 1.5 CFM
#ROB15300 3 CFM
#ROB15500 5 CFM
#ROB15800 8 CFM

Air Operated Pump
#ATD3410

Operates on shop air - 75 PSI •	
min / 180 PSI max
For R-134a and R-12•	
Includes fittings•	
4.2 CFM at 90 PSI•	
Vacuum Capacity - 28.3” of •	
Mercury at sea level @ 90 PSI
High impact nylon case•	

8 9

VACUUM PUMPS


